
Main specificationsMain specifications

Parameters Min Typical Max Units

Frequency 10 ~ 6000 MHz

Gain 18 20 dB

Gain flatness ±2 dB

Noise figure 3.9 4.3 dB

VSWR 2.5

P-1dB power 8 dBm

Clipping level 13 dBm

Max input pow
er

10 W

Other parametersOther parameters

Connector SMA-K detachable, Pin 0.38mm

Surface Gold-plating

Working volta
ge

+12V

Working curre
nt

150mA

Work Temp. -40~+70℃ Design assurance

Other Input limiting protection

Typical test dataTypical test data

Frequency(GH
z)

S11 VSWR S22 VSWR Gain Noise 1dB Power

0.01 1.96 2.06 19.94 2.77 9.51

0.43 1.91 1.62 21.8 2.9 11.4

0.86 1.55 1.48 22.18 2.58 11.3

1.29 1.46 1.34 22.21 3.21 10.1

1.71 1.78 1.29 21.78 3.1 9.05

2.14 2.16 1.43 21.48 3.52 8.5

2.57 2.36 1.61 21.33 3.38 8.57

3 2.32 1.77 21.37 3.29 8.7

3.43 2.24 1.88 21.42 3.51 10.1

3.86 2.19 1.94 21.21 3.32 11.4

4.29 2.09 1.87 21.01 3.75 12

4.71 1.96 1.72 20.75 3.6 11.6

5.14 1.83 1.48 20.47 3.89 11

5.57 1.73 1.22 20.09 4.08 10.57

6 1.65 1.02 19.52 4.1 10

Reference pictureReference picture

Configuration(mm)Configuration(mm)

Typical test curveTypical test curve

NoteNote

Store in an environment with a humidity of less than 25% and pay attention to
dust and static electricity prevention.

LNA DLNA8-0.009-6000-2540

COM-MW TECHNOLOGY 10~6000MHz, Gain18, Noise figure4.3, SMA, Input limiting protection

Note: The specifications and performance data contained in this data sheet are based on tests established by CMW.
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