
Main specificationsMain specifications

Parameters Frequenc
y

/ Min Typical Max Units

Passband / / 800 ~ 1800 MHz

Passband IL / / 1 2 dB

Rejection 535 MHz≥ 20 dB

Rejection 2220 MHz≥ 20 dB

Rejection DC-530 MHz≥ 30 dB

Rejection 2250-500
0

MHz≥ 30 dB

Passband VSW
R

/ / 1.5

Other parametersOther parameters

Connector SMD

Impedance 50Ω

Power Capacit
y

2W

Operation Tem
p.

-40~+85℃ Design assurance

Storage Temp. -55~+85℃ Design assurance

Quality Grade Industrial grade

Other /

Port DefinitionPort Definition

I/O Port 1,8

GND 2,3,4,5,6

Functional diagramFunctional diagram

Typical test dataTypical test data

Frequency MH
z

S11 VSWR S22 VSWR S12 IL (dB) S12 Delay (ns)

530 37.33 291.72 -33.15 2.23

653 14.91 21.27 -10.22 2.86

776 1.23 1.19 -0.65 2.43

899 1.32 1.37 -0.58 1.54

1021 1.61 1.61 -0.75 1.39

1144 1.56 1.57 -0.82 1.38

1267 1.2 1.16 -0.66 1.47

1390 1.63 1.64 -1.11 1.44

1513 1.63 1.64 -1.27 1.52

1636 1.2 1.16 -1.21 1.83

1759 1.45 1.5 -1.82 2.32

1881 1.66 1.25 -2.99 3.5

2004 11.77 13.08 -16.55 2.28

2127 37.61 34.11 -37.85 -1.14

2250 67.83 38.71 -35.49 -0.48

Reference pictureReference picture

Configuration(mm)Configuration(mm)

Typical test curveTypical test curve

NoteNote

1 Clean the surface of the product, do not soak the product in cl
eaning solution for cleaning.

2 The product supports 190 ℃ reflow soldering

Filter BF092

COM-MW TECHNOLOGY Passband800~1800MHz, 535MHz≥20dB, 2220MHz≥20dB, SMD, /

Note: The specifications and performance data contained in this data sheet are based on tests established by CMW.

Website: www.com-mw.com E-commerce: www.dianzibuy.com Tel: 15608095669 E-mail: sales@com-mw.com
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