
Product featuresProduct features

High Rectangle coefficient, small volume.

Main specificationsMain specifications

Parameters Frequenc
y

/ Min Typical Max Units

Passband / / 69.8 ~ 70.2 MHz

Center loss / / 18 20 dB

1dB BW / / 0.3 MHz

-3dB BW / / 0.5 0.6 MHz

-40dB BW / / 1.8 1.9 MHz

Rejection 55 dB

Other parametersOther parameters

Connector Pin 0.5mm

Power 0.1W Design assurance

absolute delay ≤2500ns

Delay ripple ≤200ns

Work Temp. -40~+70℃ Design assurance

Typical test dataTypical test data

F(MHz) S21(us) S21(dB)

67.5 17.7698 -65.21

68.02 14.5635 -67.18

68.28 8.079 -75.79

68.79 1.7462 -65.65

69.05 3.113 -56.33

69.31 2.5344 -33.44

69.57 2.3985 -22.58

69.7 2.3959 -19.67

69.85 2.3566 -17.91

70 2.3735 -17.46

70.15 2.4486 -18.5

70.3 2.5158 -21.35

70.34 2.5317 -22.55

70.6 2.4424 -35.49

70.86 2.2384 -58.78

70.95 7.404 -64.77

71.12 9.5474 -69.24

71.89 2.3277 -70.78

72.41 3.8289 -77.05

Reference pictureReference picture

Configuration(mm)Configuration(mm)

Typical test curveTypical test curve

NoteNote

1 Please do not wash the product in the cleaning solution.,Pleas
e do not wash the product in the cleaning solution.

Filter ZBF9-S70-0.6-1100

COM-MW TECHNOLOGY Passband69.8~70.2MHz, -40dB BW1.8MHz, Pin

Note: The specifications and performance data contained in this data sheet are based on tests established by CMW.
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